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SBS Multi-channel Automatic Decapper
CLab-Capper Series
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= One-click Operation

Simple design of operation interface,
one button to open/close the caps.
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@2 Intelligent Recognition

Automatically detects consumable
specifications for precise cap opening.

z@j; Easily Adaptable

Customizable cap opening module
for compatibility with various brands
of cryogenic storage tubes.

CLab-Capper series is an automatic device specifically designed for SBS format cryogenic
storage tubes. Compact and lightweight, it seamlessly fits into fully automated workflows. With
flexible adaptability. Simple interface allows for one-touch operations, making cap rotation
effortless. Each cap opening or closing takes only 20 seconds, providing laboratory technicians
with a more efficient working experience.



Simple Operation

Full SBS cryogenic tube rack can be easily
manipulated with one-touch operation, offering
high levels of automation and user convenience.

Modular Cap Removal

Equipped with customized adapters, it can accom-
modate various types of screw caps and different
configurations of SBS cryogenic racks.

Precise Control

Precision control of the cap opening/closing action is
achieved through multi-axis coordination, ensuring
an effective sealing while preserving the integrity of
the tube.

Program Control

The system can be integrated via external
communication ports, enabling effortless
unmanned operation.

Technical Parameters

Dimensions 295mm(W)x450mm(D)*445mm(H)

Voltage 100 -240V
Power Frequency 50/60Hz

Rated Power 350W

Temperature 10°C~40°C
Operating Humidity 20% RH ~ 80% RH (without condensation)
Conditions

Working Air Pressure 80 kPa ~ 106 kPa

Application SBS 96/48 wells racks

Connector RJ4S Ethernet Port
Safety Equipped with an emergency stop switch,

processes can also be terminated through control software
Efficiency The cap opening period for the full SBS rack is <20 seconds
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