7GI Fluorometer

I Product Description

& 3

= | Fluorometer 1
@
| |

maGl maGi

Fluorometers are designed to accurately measure DNA, RNA, and protein quantity. It uses fluorometric
quantification method to accurately detect the selected molecule. which minimizes the effects of
contaminants (DNA. RNA, protein, free nucleotides. or excess salts) on the result. This device is particu-
larly suited for detecting low concentrations of nucleic acids and proteins in research laboratories. It is
widely used in applications such as DNA quantification in NGS library preparation. RNA quantification. and
nucleic acid concentration measurement in PCR experiments. providing reliable experimental data
support.

Based on different customer detection needs. we offer three cost effective fluorometer models.
catering to the diverse application scenarios:

Fluorometer 1 supports single-sample testing and can detect dsDNA. ssDNA. RNA. microRNA and
proteins.

Fluorometer 8 (DNA) supports testing of 8 samples per run and detects dsDNA. ssDNA. microRNA and
proteins.

Fluorometer 8 (DNA &RNA) supports testing of 8 samples per run and detects dsDNA, ssDNA., RNA,
mMicroRNA and proteins.

I The Working Process of Fluorometer
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| Specification

Specification Parameter
Model Number Fluorometer 1 Fluorometer 8 Fluorometer 8
Description Single-channel 8-channel 8-channel
fluorometer fluorometer (DNA) fluorometer (DNA &RNA)
Sample Volume 1~20ul 1~20ul 1~20pul
Sample Capacity 1 8 8
Compatible Tube  O.5mL Clear PCR Tube 0.2mL Clear PCR Tube 0.2mL Clear PCR Tube
Test Time <5s/sample <5s/sample <5s/sample

Linearity Range

5 orders of magnitude

5 orders of magnitude

5 orders of magnitude

Light Source LED LED LED
Channel 2 1 2
Excitation Blue 460-480nm Blue 460-480nm
' Blue 460-480nm. :
Wavelength Red630-650nm Y Red 630-650nm
Emission Green500-535nm., Green500-535nm.,
Wavelength Red670-710nm Greens00-535nm Red670-710nm
Detector SIPMT SIPMT SIPMT
Sensitivity dsDNA 0.01ng/pl dsDNA 0.01ng/pul dsDNA 0.01ng/ul
dsDNA High Sensitivity dsDNA High Sensitivity
dsDNA Broad Range dsDNA Broad Range
RNA High Sensitivity dsDNA High Sensitivity RNA High Sensitivity
RNA Broad Range dsDNA Broad Range RNA Broad Range
lestitemn RNA Extended Range MiCroRNA RNA Extended Range
MicroRNA SSDNA MicroRNA
SSDNA Protein Broad Range SSDNA
Protein Broad Range Protein Broad Range
Kinetic Kinetic
Calibration 2points
Operation 5" Touch screen
Power DC5V.2A 10W
Operation 15-30°C.<75%. Indoor-use
Environment
Dimension 10*230*45.5mm. 0.5Kg
| Ordering Information
Product Number Product Name Catalog # Product description

950-000238-00 Fluorometer Fluorometer 1
950-000239-00

950-000240-00

Single-channel fluorometer

Fluorometer Fluorometer 8 8-channel fluorometer (DNA)

Fluorometer Fluorometer 8 8-channel fluorometer (DNA&RNA)
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